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It’s Never Been Easier
RONDO 2

 Meet the Future 
 of Audio Processors 

Wireless Charging
RONDO 2 uses Qi technology to wirelessly recharge 
its integrated lithium-ion battery. This means no more 
fumbling to open the processor to change batteries. 
Especially for users with limited dexterity, RONDO 2 
is incredibly simple to use.

Just place it on the charging pad and RONDO 2 starts 
charging. Four hours of charging provides a full 
day of battery (up to 24 hours). The Mini Battery Pack 
also provides a back-up option to directly power 
RONDO 2 with a AAA battery.
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Wireless Charging
No more disposable 
batteries—just set 
RONDO 2 on the 
charging pad.

Incredibly Simple
Easy to use with one-
touch activation and 
hands-free control.

Fully Rechargeable
Integrated lithium-ion 
rechargeable battery 
provides a full day 
(up to 24 hours) of power. 

Discreet Style
Slim, lightweight design is 
comfortable, even with glasses, 
and easily disappears under hair. Blend In or Stand Out

Change between subtle 
colours and stylish designs 
in a snap with design covers. 



Incredibly Simple
Wireless charging and hands 
free control make RONDO 2 a 
user-friendly audio processor.

Low Maintenance 
No more need to buy disposable 
batteries or replace cables—saving both 
time & money.

Connectivity
Integrated telecoil makes it easy to 
connect to Bluetooth neckloops 
and other accessories.

Ready for Water
RONDO 2 has a water-resistant design 
and is fully waterproof with the  
WaterWear accessory. 

All-Day Comfort
Completely off-the-ear design 
offers exceptional wearing comfort, 
even with glasses.

Reliable Security
Lightweight design & � exible 
� xation options ensure RONDO 2 
stays right where it should.

A New Era in Hearing
Why is RONDO 2 so revolutionary? For the � rst time ever, there’s no 
need to change batteries or manipulate switches. Think of the possibilities—
hearing without any hassles. RONDO 2 is incredibly easy to use—making it 
perfect for anyone who wants an audio processor that combines discreet style 
and care-free simplicity.

Hear All Day
Charge at Night
It‘s That Easy
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RONDO 2 Single-Unit Audio Processor (Me1150)
Technical Data

Actual Size

RONDO 2
Single-Unit Audio Processor 
(Me1150) 
Material
-  Housing: Mixture of polycarbonate and 

acrylonitrile-butadiene-styrol polymer
-  Biocompatible according to Standard 

ISO 10993-1
- Latex-free*

Product Features
-  All-in-one design
- Splash-proof design with IP54 rating
- Automatic Sound Management
- Frequency Range 70–8,500 Hz
- LED indicator lights (2 )
- Link-check function with LED indicator
- Four program positions
- Continuous volume and sensitivity control
- FineTuner remote control
- On/Off button on the processor
- Tamper-proof design

- Choking hazard avoidance
- Attachment security measures

Rechargeable Battery
-  Integrated Lithium-ion battery
- Up to 24 hours of use per charge**

-  Wireless recharging through compatible 
Qi charging pad

-  Battery life expectancy is typically more 
than 5 years

-  Mini Battery Pack provides back-up 
power option with AAA battery
- Dimensions: 66 x 29 x 14 mm
- Weight (without battery): <13 g
-  Usage time: Up to 37 hours with 

1 AAA battery

Connectivity
- Integrated telecoil
-  Direct connection with Mini Battery Pack 

(standardised Euro-Audio 3-pin connection)

Compatibility
-  Compatible with all multichannel 

MED-EL cochlear implants
- MAX Programming Interface
- MAESTRO System Software

Sound Processing Features
Front-End Processing
- Omnidirectional Microphone
- Dual-Loop AGC
- Input Dynamic Range (IDR) of 78 dB

Sound Coding Strategies
-  FS4 (Fine Structure Processing up to 

1 kHz on 4 apical channels)
-  FS4-p (Fine Structure Processing up to 

1 kHz on 4 apical channels with Intelligent 
parallel Stimulation for even higher 
temporal accuracy)

-  FSP (Fine Structure Processing typically 
up to 350 Hz on 2 apical channels)

- HD-CIS (High De� nition CIS)
- Biphasic or Triphasic stimulation pulses
- Supports 250 spectral bands

Colour Options
 Easy-to-change covers available in 
colours, designs and hair patterns 
Glossy & Matte Covers

Design Covers

Hair Pattern Covers

Magnet Strength
Diametric magnet available in 5 
strengths, axial magnet available 
in 4 strengths.
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14.9 grams with magnet and cover

Accessories
WaterWear cover
- Waterproof up to 4 metres deep
-  Can be used in salt water, fresh water 

and chlorinated water

Charging Pad***

- USB powered: 5 V DC, 1 A
-  USB power supply: 100– 240 V AC 

(~50/60 Hz)
- Wireless Qi Charging Protocol
- Power indicator LED

Detailed information and speci� c usage instructions for each product can be found in its respective user manual. All functions and features may not be available in all markets.
*  Whereby “free” means “not made with latex” according to current FDA guidance: “Recommendations for Labeling Medical Products to Inform Users that the Product or Product 

Container is not Made with Natural Rubber Latex”, 2014.
** Battery life dependent on individual usage.
*** Charging pad not manufactured by MED-EL.


